Attachment A - Basic Workstation Standard

Configuration
DESKTOP $ LAPTOP $
Form factor Prefer convertible horizontal or vertical
Display Not included in Desktop Standard min: 14"
Weight Max 8 Ibs.
Processor type Pentium 4 Pentium Mobile

Processor/ CPU

Minimum: 2.8 GHz, 800-Mhz front side
bus, Hyper-Threading

Minimum: 1.60 GHz, 533-Mhz front side
bus,

Cache

1 MB L2 cache

2 MB L2 cache

Battery Life N/A min: 4 hours Optional: DC adapter
Memory 512 MB 512 MB
Memory upgrades Expandable to 2 GB Expandable to 1 GB

Memory Slots

4 slots, 2 empty for expansion

Hard Drive Internal

40 GB 7200 rpm Serial ATA/100

40 GB 5400 RPM

External Floppy Drive

Optional: USB 1.44 floppy drive

Optional: multi-bay 1.44 floppy drive

Optical Drive 48X CD-ROM drive DVD/CDRW Combo (multi-bay)
Video Integrated Integrated
Sound Integrated Integrated

Network Interface

Integrated 10/100/GB _Ethernet

On board 10/100/GB ethernet. Wireless
capability required - Optional: 802.11 B
and G. Integrated 56K Modem.

Graphics Integrated
Keyboard PS/2 or USB standard
Dual pointing devices preferred. Prefer
Mouse PS/2 or Optical 2-button Scroll touch pad and point stick
1 USB, 1 - PCMCIA, VGA, Docking or
/0 Ports 2 front USB, 4 back USB port replication capabilities
3yr onsite (business location) NBD, 3 yr | 3yr onsite (business location) NBD, 3 yr
Warranty parts, 3 yr labor parts, 3 yr labor
Win XP Pro installed, driver support for Win XP Pro installed, driver support for
OS installed Win 2000 Pro Win 2000 Pro

Product Lifecycle

30-Jun-06

30-Jun-06




